Map Incremental Update by USB-stick

B USB-stick prepare for map DB incremental update

» Create a BDB folder in the root directory of the USB-stick, and copy the downloaded data packets to
the BDB directory. Please refer Picture-0.
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1. Connect the USB-stick (which contains the folder BDB and data) to USB port of head unit.

2. Start the head unit, in the MENU page to click the “Navigation” icon to start the navigation, and then
the CCP view will be displayed. Please refer Picture-1.
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3. Click the “i” button in CCP view page and enter “settings” page, please refer Picture-2.
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4. Click the “settings” icon in the lower right corner. Please refer Picture-3.
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5. In the “Navigation settings” page, click “Map update” button, please refer Picture-4.
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6. In the “Map update” page, choose check box of “Hong Kong SAR” or “Macau SAR”, please refer
Picture-5.
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7. In the “Map update” page, after choose the city to update, click the “Down load” button, then the
updating will starts, please refer Picture-6.
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8. After the update finished, a pop-up will be displayed like Picture-7.

a. If click “Now”, it will restart the navigation software immediately, the data will be switch to the latest
version after navigation software start again (Picture-8).

b. If click “Later”, after the navigation software restart or head unit restart, the data switch will be
finished also.
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Picture-8

9. Check whether the map data has been updated successfully:

Refer to step 4 above. Click "Map Manager" on the navigation and setting page to enter the map
manager page. Slide down the city list to the lowest end to check whether the updated city data version is
consistent with the data version number on the website, please refer Picture-9.
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